RECTANGULAR PLASTIC VALVE BOX
WITH LID. SECURE LID W/ % INCH
DIAMETER STAINLESS STEEL
MACHINE BOLTS AS COORINDATED
WITH MANUFACTURER. TOP OF LID
SHALL BE STENCILED WHITE: "PRV"

PRESSURE REDUCTION
VALVE WITH PRESSURE
FINISH CHECK

GRADE PRESS CHECK

SR

6" MIN. ! \
~——PVC MAINLINE

IH - | ;

2"clr

COMMON BRICK
(1 AT EACH CORNER)

4 INCH MINIMUM DEPTH OF
% INCH WASHED GRAVEL

SCH. 80 PVC
MALE ADAPTER

NOTES:

1. PRESSURE REDUCING VALVE BODY SHALL BE IRON; SEAT SHALL BE
STAINLESS STEEL; INTEGRAL STRAINER SHALL BE STAINLESS
STEEL; STEM SHALL BE BRASS; AND, DISK SHALL BE BRASS.

2. ALL BOXES SHALL BE PENTEK SUPERFLEXON 13X18, CARSON 1324
OR APPROVED EQUAL.

3. REFER TO CITY STANDARD DETAIL LSD-14 FOR ALL MATERIALS
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